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Q-COAT DCA™ An Acrylic Aerosol Coating designed to meet the requirements of painting rigid acrylic, 
modified acrylic, polycarbonate, PVC, and other rigid types of plastic materials as well as standard metal 
and wood signage.  Q-COAT DCA™ provides direct to substrate – no primer needed application for 
many plastics along with fast air-dry times, ease of spray application, mar, UV and scratch resistance.  
Application on post routed or laser routed plastic substrates may require the application of a sealer prior 
to top coating.  Consult the QHF technical literature for assistance.       
 

QHF Environmentally Friendly Product. 
 

APPLICATION:            
1.  Safety: 

Use only NIOSH approved respirators and personal protection equipment 
recommended for the product used. 
 

Always review the MSDS – Material Safety Data Sheets before use. 
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Surface Cleaning: 
 
For most plastic substrates Q-SOLV CD4402™ Plastic Cleaner. 
 
For ABS substrates Q-SOLV CD4414™ Specialty Plastic Cleaner.                         
 
For polycarbonate substrates Q-SOLV CD4404™ Polycarbonate Cleaner.  
                 
For metal substrates Q-SOLV CD4400™ Cleaner Degreaser. 
 
For previously painted surfaces clean and scuff sand to ensure adhesion and 
then re-clean before painting.  Always test for compatibility, lifting and adhesion 
before production run. 
 
Substrate Priming: 
Follow recommendations / instructions on the appropriate primer container.  
Always test surface preparation, primer and topcoat compatibility to determine 
acceptability before any production run.  

Substrate Sealing: 

Heat generated from routing or laser cutting on some plastics can cause stress 
micro cracking.  Application of Q-CROM TC0003™ Clear Sealer will protect the 
plastic substrate prior to application of Q-COAT DCA™ Acrylic Aerosol 
Coating. 
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CAN  

 

 
Gloss Levels Available: 
High Gloss, Semi-Gloss, Low Gloss, Matte 
                                                                                                          
 
 
Shake Before Use: 
Shake can vigorously for one to two minutes. 
Turn can upside down and press spray tip to purge air from uptake tube. 
Turn can upright and preform a test pattern spray. 
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Spray Application: 
Apply approximately 2-3 coats. Flash off time between coats should be 
determined by surface area and ambient temperature.  Always utilize a color 
control sample to assure color acceptability. 
 
  
 

   5. 

 

Dry Time: 
Dry to handle at 75oF 50% R.H. in 20-30 minutes.    
Dry to package and ship in a moisture free environment at 24 to 72 hours 
minimum. 
Tape track free in 2 to 4 hours at 75oF 50% R.H. 
Can be recoated or clear coated without sanding up to 24 hours, after 24 hours 
scuff sanding is recommended to ensure adhesion. 
 
Cleaning and Care: 
Acrylic Aerosol Coating : After full cure, Q-COAT DCA™ Acrylic Aerosol 
Coating can be cleaned or wiped using a soft cotton cloth with “over the 
counter” cleaning products such as Formula 409®, Fantastik®, Clorox 
Cleanup®, Pledge Multi-surface®, or Pine Sol®. Industrial grade cleaning 
solvents such as xylene, lacquer thinner, VM&P, MEK, etc are not 
recommended and will damage the paint film.  

 
 

Always test surface preparation, primer and topcoat compatibility to determine acceptability before any production run. 

Disclaimer: Technical information and suggested uses are believed to be reliable by QH&F Ltd., but such information or 
suggestions do not constitute a warranty.  QH&F Ltd. has no control over the conditions under which the product is stored,   

handled, used or applied. Buyers must determine for themselves the suitability of each product for their specific use. 
® is a registered trademark and ™ is a trademark of Quill Hair & Ferrule LTD. Copyright © 2020.  Quill Hair and Ferrule LTD.  All Rights Reserved. 

All other products mentioned with ® registration are registered trademarks of their respective owners. 


