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Q-PRIM UP™ is a high performance Hybrid Urethane Primer & Topcoat “All in One” specifically 
formulated for Medium Density Fiberboard “MDF”, High Density Urethane foam (HDU) and other wood 
surfaces. Q-PRIM UPTM is formulated with state of the art “Pigment Spacing Technology” and high 
performance resins to provide a highly durable, very high build, chemical resistant Environmentally 
Friendly product that is easy to apply and stands up to extreme Point of Purchase conditions.  

QHF Environmentally Friendly Product. 

APPLICATION:            

1.  Safety: 

Use only NIOSH approved respirators and personal protection equipment 
recommended for the product used. 
 
Always review the MSDS – Material Safety Data Sheets before use. 
 
 

2. SURFACE 
PREPARATION: 
 
 
 

Suitable Surfaces New: 
 
Sand as necessary, seal edges and large imperfections with appropriate 
wood fillers to create a smooth, sealed surface.  The quality of the HDU or 
MDF will have a direct impact on the quality of the painted part. 
 
Using compressed air, blow off the substrate and or tack off to remove any 
loose sanding debris. 
 
See Section 8 for proper application based on substrate type. 
 
 

3.  

 
 

Suitable Surfaces Previously Painted: 
Scuff sand with 180 to 320 grit to produce a surface profile.  Once sanded, the 
surface will need to be free of all oil, grease, dirt, dust, loose paint, rust, 
oxide products or any other foreign matter.  Feather edge smooth any 
areas exposed to bare wood substrate and spot prime with one coat of Q-
PRIM UP™ and scuff sand after one hour before applying final top coat. 
 

4.       GLOSS SELECTION 
OBTAINABLE: 

Gloss Level Binder Selection: 
 
Q-PRIM™ UP2058™      Matte Gloss    
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5. 

 

Used as a Primer: Mixing Procedure and Ratio: 
 
Combine: 
4 parts         Q-PRIM UP™    Primer (Can be tinted a color)  
1-1/2 parts   Q-ACTV UP™   UP 3000™ Activator 
1 part           Q-SOLV UP™   UP Series™ Reducer 
 
Must be top coated within 24 hours or sooner if accelerator was used. 
 
Used as a Primer & Topcoat (All in One) Mixing Procedure and Ratio: 
 
Combine: 
4 parts Q-PRIM UP™     Primer / Top Coat Color  
2 parts   Q-ACTV UP™  UP 3000™ Activator 
1 part   Q-SOLV UP™    UP Series™ Reducer 
 
If clear coating to raise the gloss level, clear coat must be applied within 24 
hours or sooner if accelerator was used.   
 
Optionally add: 
½ oz. to 1 oz. Accelerator per mixed quart.  Adding accelerator will shorten 
pot life. 
 
Stir until thoroughly blended. 
 
Reducer and accelerator selections should be determined based on 
temperature, % relative humidity and job size.  
 

6. REDUCER 
SELECTION: 

Reducer / Accelerator Selections: 
 
Q-SOLV™ UP3522™     Fast Reducer 
Q-SOLV™ UP3526™     Slow Reducer 
Q-SOLV™ UP3528™     Retarder – use sparingly 
Q-SOLV™ UP3520™     Accelerator 
  
 

7.  

 

 Recommended Spray Equipment:      
                                  Gravity Feed: 1.4 – 1.8 mm 
                                  Siphon Feed: 1.4 – 1.8 mm 
                                  Pressure Feed: 1.1 – 1.4 mm 
 

8. APPLICATION:                                                                                                                                                                                                                                                                                                                                                     

 
HDU: Apply first coat (accelerated with Q-SOLV™ UP3520™) as a 
medium wet coat and allow to dry 45 to 60 minutes (will flashed dull) and 
then apply second full coat. Apply additional coats after appropriate flash 
time if needed. Adding accelerator, Q-SOLV™ UP3520™ to the first coat is 
suggested to seal the surface which eliminates air entrapment and 
bubbling in the film caused from the high concentration of air on the 
surface of the substrate.    
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MDF: Apply first coat as a medium wet coat and allow to dry 30 to 60 
minutes.  Adding accelerator, Q-SOLV™ UP3520™ speeds up the curing 
process.  If wood grain appears, scuff sand smooth before applying second 
full coat.  The quality of the MDF will affect the quality of the finish.   
If a third coat is desired, allow 15 to 20 minutes flash time after second 
coat and apply.  Allow to fully cure before handling.   
 
Flash times and pot life will be shorter when using accelerator or during 
warm weather conditions. 
 

9. 

  
DRY TIME: 
 
 
 
 
 
 
NOTES: 

 
Dry to handle at 75°F is 2 to 4 hours.  Dry to package and ship at 75°F is 
24-48 hours minimum.  Application of vinyl graphics is 24–72 hours 
depending on curing conditions and type of vinyl. 
 
 
All two component cross linking activation stops or significantly slows at 
temperatures below 60°F or 16°C.  Applying coatings in these types of 
conditions will result in loss of gloss, poor film resistance, decreased 
performance, reduced chemical resistance and or improper curing. 
 
Do not apply if temperature is below 60°F or above 110°F or if the surface 
temperature is within 5°F of the dew point. 
 
Paint films cured over 24 hours, or sooner at elevated temperatures or 
when accelerator was added, should be dry sanded thoroughly with 400 to 
600 grit before recoating to insure proper inner coat adhesion. 
 

10. PERFORMANCE 
PROPERTIES: 

Abrasion and mar / scratch resistance:        Excellent 
Alkali resistance:                                       Excellent 
Humidity resistance:                                  Excellent 
Solvent, acid & salt resistance:                 Excellent 
Color fade resistance:                                      Excellent 
Chalk resistance                                                Excellent 
Self cleaning properties                                     Excellent 
 

 
Always test surface preparation, primer and topcoat compatibility to determine acceptability before any production run. 

Disclaimer: Technical information and suggested uses are believed to be reliable by QH&F Ltd., but such information or 
suggestions do not constitute a warranty.  QH&F Ltd. has no control over the conditions under which the product is stored, handled, 

used or applied. Buyers must determine for themselves the suitability of each product for their specific use. 

® is a registered trademark and ™ is a trademark of Quill Hair & Ferrule LTD. Copyright © 2009.  Quill Hair and Ferrule LTD.  All Rights Reserved. 


