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1 

 
Q-SOLV™ CD4422™ Polycarbonate Paint Remover is specifically formulated to remove paint from the 
second surface of backlighted signage.   
 
 
APPLICATION: 
 
1. 

 

Safety: 
Use only NIOSH approved respirators and personal protection equipment 
recommended for the product used. 
 
Always review the MSDS – Material Safety Data Sheets before use. 
 

2. 

 

Remove existing paint from the second surface of polycarbonate sign faces by 
wetting a soft cotton cloth and gently rubbing to soften and dissolve existing 
paint.  Do not saturate or soak polycarbonate with Q-SOLV™ CD4422™ 
Polycarbonate Paint Remover or damage can occur to the substrate.  
 
Always test a small area before use. 
 

   
4. 

 

Hand dry and clean with plastic or polycarbonate cleaner before repainting.   
 

   
   
 
 

 

 

 

 

 

 

 

Always test surface preparation, primer and topcoat compatibility to determine acceptability before any production run. 

Disclaimer: Technical information and suggested uses are believed to be reliable by QH&F Ltd., but such information or 
suggestions do not constitute a warranty.  QH&F Ltd. has no control over the conditions under which the product is stored,   

handled, used or applied. Buyers must determine for themselves the suitability of each product for their specific use. 
® is a registered trademark and ™ is a trademark of Quill Hair & Ferrule LTD. Copyright © 2009.  Quill Hair and Ferrule LTD.  All Rights Reserved. 


